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                REMOVE COATING, EPOXY & PATCH
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NOZZLES FOR ROOF EMERGENCY
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CONCRETE SILL TO
REMAIN IN PLACE

NEW OR EXISTING
BRICK MASONRY
1 WYTHE DEEP

1
4" Ø X 3" LONG S.S. THREADED
ANCHOR BOLTS. SET ANCHOR
INTO SOLID MASONRY BACK-UP
WITH JAHN M80 BY CATHEDRAL
STONE PRODUCTS LOCATE
ANCHORS 24" O.C.

SOLID MASONRY
BACK-UP

CONCRETE PANEL

BRICK HEADERS TO
REMAIN IN PLACE
DURING DISASSEMBLY

WINDOW UNIT
& ALUM. FASCIA

RB

RC VULKEM 116 CAULKING
BY TREM CO. COLOR
SHALL BE ALMOND

CONCRETE SILL

CONCRETE SILL

CLOSED CELL FOAM
BACKER ROD BY SANDEL

TYPICAL AT ALL HORIZONTAL
AND VERTICAL JOINTS AT WINDOW
SILLS AND ADJACENT WATER TABLE.

CONCRETE APRON
TO REMAIN IN PLACE.
(EXCEPTION ON MARKED
LOCATION ON EAST &
 WEST ELEVATION)

NEW OR EXISTING
BRICK MASONRY
1 WYTHE DEEP

SOLID MASONRY
BACK-UP

BRICK HEADERS TO
REMAIN IN PLACE
DURING DISASSEMBLY

*
1
4" Ø X 3" LONG S.S. THREADED
ANCHOR BOLTS. SET ANCHOR
INTO SOLID MASONRY BACK-UP
WITH JAHN M80 BY CATHEDRAL
STONE PRODUCTS LOCATE
ANCHORS 24" O.C.

RB

RC

L SEE DETAIL "A" ON A5NLOR

THIS DETAIL MOVED TO 4/A11

VULKEM 116 CAULKING
BY TREM CO. COLOR
TO BE BLACK

NEW OR REFURBISHED
STEEL LINTEL

BRICK
MASONRY

SUPPORT KEYSTONE SO NOT TO FALL DURING REPAIR. DRILL 3 PILOT HOLES TO ACCEPT 6MM S.S.
HELIFIX ANCHORS. HOLES TO BE LOCATED APPROXIMATELY 4" BELOW DAMAGE AREA AND AT A 45°
ANGLE UPWARD. PREPARE HORIZONTAL CRACK FOR INJECTION EPOXY. INSERT AND INSTALL 1-8" LONG
ANCHOR INTO EACH HOLE. PLACE ANCHOR TO A DEPTH OF 1/2" BELOW EXTERIOR
SURFACE OF KEYSTONE. FILL DRILL HOLES WITH SPECIFIED PATCHING MORTAR. INJECT CRACK WITH
"AKEPOX" 1004 EPOXY. SAW CUT FILLED CRACK TO A WIDTH OF 1/4" AND A DEPTH OF 1/2".
FILL PREPARED SAW-CUT WITH SPECIFIED PATCHING MORTAR.

CONCRETE KEYSTONE

DAMAGE AREA

HELICAL ANCHORS

CONCRETE CORNICE
CRACK

4 MM
S.S. HELICAL ANCHORS

BRICK FASCIA

SUPPORT DAMAGED CORNICE DURING REPAIR. SAW-CUT A SETTING GROOVE IN FACE OF CONCRETE
CORNICE IN APPROVED LOCATIONS. GROOVE TO BE 1" DEEP AND 3'-0" LONG. PREPARE VERTICAL
CRACK FOR INJECTION EPOXY.INSTALL 4MM S.S. HELIFIX ANCHORS INTO BACK OF GROOVE ACROSS
THE CRACK AS PER MANUFACTURE'S REQUIREMENTS. FILL REMAINING SECTION OF GROOVE WITH
SPECIFIED PATCHING MORTAR. INJECT VERTICAL CRACK WITH "AKEPOX" 1004 EPOXY. SAW CUT
FILLED CRACK TO A WIDTH OF 1/4" AND A DEPTH OF 1/2". FILL PREPARED SAW-CUT WITH
SPECIFIED PATCHING MORTAR.
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*
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REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW
ROOF DRAIN.

NOTE:
PATCH AND REPAIR AS
REQUIRED ALL AREAS
DISTURBED BY INSTALLATION
OF  DRAIN PIPING.

FIRE STOP AND FIRE SEAL ALL
FLOOR, CEILING AND WALL
PENETRATIONS TYP.

EXISTING 4" PVC PIPING

EXISTING 6" PVC PIPING

EXISTING
4" PVC
PIPING

EXISTING 6" PVC PIPING EXITS
BELOW GRADE TO STORM
WATER SYSTEM

NEW EMERGENCY OVERFLOW
ROOF DRAIN EXIT 24" ABOVE
GRADE.  WATTS DOWNSPOUT
NOZZLE RD944 OR EQUAL.

NEW 4" PVC PIPING
FOR EMERGENCY
OVERFLOW ROOF
DRAIN.  KEEP PIPING
ABOVE CEILING

NEW 4" PVC PIPING
FOR EMERGENCY
OVERFLOW ROOF

DRAIN.  KEEP PIPING
ABOVE CEILING

EXISTING 4"
PVC PIPING

EXISTING
4" PVC
PIPING
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REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW

DRAIN.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW
DRAIN.

NOTE:
PATCH AND REPAIR AS
REQUIRED ALL AREAS
DISTURBED BY INSTALLATION
OF  DRAIN PIPING.

FIRE STOP AND FIRE SEAL ALL
FLOOR, CEILING AND WALL
PENETRATIONS TYP.
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REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW

DRAIN.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW
DRAIN.

NOTE:
PATCH AND REPAIR AS
REQUIRED ALL AREAS
DISTURBED BY INSTALLATION
OF  DRAIN PIPING.

FIRE STOP AND FIRE SEAL ALL
FLOOR, CEILING AND WALL
PENETRATIONS TYP.
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SECOND FLOOR PLAN

N

74' 3 1/2"
297.0 SF

64' 2 1/2"
196.6 SF

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW

DRAIN.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN

WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

REPLACE EXISTING IRON DRAIN
PIPE WITH NEW 4" PVC -   JOIN
WITH NEWER ALREADY
INSTALLED 4" PVC PIPE.

ADD NEW 4" PVC DRAIN PIPE
FOR EMERGENCY OVERFLOW
DRAIN.

NOTE:
PATCH AND REPAIR AS
REQUIRED ALL AREAS
DISTURBED BY INSTALLATION
OF  DRAIN PIPING.

FIRE STOP AND FIRE SEAL ALL
FLOOR, CEILING AND WALL
PENETRATIONS TYP.
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REMOVE EXISTING
ROOF ACCESS

REMOVE EXISTING
ROOF FAN INFILL

ROOF DECKING AS
PER DETAILS

REMOVE EXISTING
ROOF ACCESS
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CRICKET TYP.

REMOVE ELEVATED
CURB TO BELOW

ROOF DECK
STRUCTURE  LEVEL

EXISTING MASONRY
CHIMNEY TO
REMAIN

NEW CRICKET

NEW ROOF ACCESS
HATCH

EMERGENCY OVERFLOW DRAIN
TO OUTLET AT GRADE LEVEL AS

INDICATED ON PLANS AND
ELEVATIONS

EMERGENCY OVERFLOW DRAIN
TO OUTLET AT GRADE LEVEL AS
INDICATED ON PLANS AND
ELEVATIONS

EXISTING VENT

EXISTING VENT

RELOCATE EXISTING
VENT AWAY FROM

PARAPET WALL AND
INSTALL PVC PIPE WHERE

IT PENETRATES THE
ROOF, VIF IF VENT IS

STILL ACTIVE.

NEW

EXISTING DRAIN
LOCATION

RELOCATED DRAIN
FOR NEW ROOF
ACCESS

EXISTING DRAIN
LOCATION

COPPER PANEL SIZE TO MATCH EXISTING - INSTALL
SOLDERED FLAT SEAM JOINT WITH EXPANSION JOINTS

PER SMACNA. INSTALL PANELS AND COPING
SYMMETRICALLY, TYPICAL AT ENTIRE ROOF

 EXISTING ROOF
FAN TO REMAIN
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UI

PM
EN

T

PROTECTION PADS
TO ROOF TOP
EQUIPMENT

EXISTING DRAIN
LOCATION
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SECTION

THIS DRAWING IS THE PROPERTY OF THE BILCO COMPANY
AND INCORPORATES INFORMATION WHICH IS PROPRIETARY.
PUBLICATION AND/OR PUBLIC DISTRIBUTION IN WHOLE OR
IN PART IS EXPRESSLY PROHIBITED WITHOUT THE PRIOR
WRITTEN CONSENT OF THE BILCO COMPANY. THE
INFORMATION CONTAINED HEREIN REMAINS THE PROPERTY
OF THE BILCO COMPANY. ALL RIGHTS RESERVED.
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New Haven, Connecticut 06505
THE  BILCO  COMPANY

Manufacturers of Doors for Special ServicesR

L-50T                760mm  x  2440mm

SINGLE LEAF ROOF ACCESS HATCH

TYPE L-50T

QTY          TYPE SIZE

Customer

P.O. No.

Job

Sales Rep.

NOTES:
This product may be installed on either a
flat or sloping roof. When installed on a
slope, the hinge side must run parallel with
the slope. If slope exceeds 30°, advise

Full specifications are available on website:
www.bilco.com

factory for modification.
2.

1.

SPECIFICATIONS

50mm Polyisocyanurate Curb Insulation

Cover Liner - 18 Ga. Aluminium

Cover - 11 Ga. Aluminium

EPDM Gasket (all around Cover)

50mm Polyisocyanurate Cover Insulation

Lifting mechanism with reinforced composite
tubes and electrocoated compression springs

Automatic hold open arm with red vinyl grip
and cover release

Lock strike and padlock hasp

Slam Latch (2 point) with inside and
outside handles w/padlock hasps

Curb w/integral capflashing- 11 Ga. Aluminium
(corners fully welded)

Arm guide bracket

1.

2.

3.

5.

4.

6.

7.

11.

10.

8.

9.

12.

13.

Bilclip  flashing systemR

Pintle Hinge - Stainless Steel Type 316

SHOP FINISH
Aluminium:   Mill Finish
Hardware:    Corrosion Resistant

(unless otherwise specified)

8

2440mm

2665mm

820mm

76
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m99
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5 SPACES @ 520mm O.C.

83mm ALL AROUND

46
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83mm
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760mm

165mm




